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W
1® CONSTRUCTION PROCEDURES

STAGE ! {BEFORE PAVEMENT MILLING

!

z () 4) REWMOVE A MINIMUM OF 12 (300 OF THE PAVEMENT FROM

i 4RCUND THE STRUCTURE.

Bl REMOVE THE EXISTING FRAME AND LID FROM THE STRUCTURE.

Cr COVER THE STRUCTURE OPENING WITH A 36 (5007 DIAMETER
METAL PLATE.

Di BACKFILL WITH CRUSHED STONE AND A MINIMUM 1'% (40}
THICK HMA SURFACE ®IX APPROVED BY THE ENGINEER.

STAGE 2 (AFTER PAVEWENT MILLING!

A} REMOVE THE HMA SURFACE MIX AND CRUSHED STONE.

B INSTALL THE FRAME AND LIDs ADJUST THE FRAME TO ITS
L SURFACE ELEVATION.

Q) THE SURROUNDING SPACE SHALL BE FILLED WITH CLASS $i
CONCRETE, OR HMA SURFACE COURSE OR HMA BINDER
COURSE TO YHE ELEVATION OF THE SURFACE OF THE
EXISTING BASE COURSE OR THE BINDER COURSE.

12 (3003 MIN.
e et

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO THE APPLICABLE
PORTIONS OF SECTIONS 353, 406, 602, AND 603 OF THE STANDARD
SPECIFICATIONS,

\ PROPOSED
\— BRICK, MORTAR, OR CONC.
ADJUSTING RINGS

LEGEND
\_mopossa

SAND FHL Q SUB-BASE GRANULAR
; WMATERIAL

“— PROPOSED SAND FILL

FRAME AND LID {SEE NOTES)

@ EXISTING PAVEMENT CLASS SI CONCRETE,
HiA SURFACE COURSE

HMA BINDER COURSE

® Q@

3) 36 (900} DIAMETER METAL PLATE
NDTESs ® PROPOSED HMA SURFACE
) 4) PROPOSED CRUSHED STONE AND COURSE
AND DISPOSED OF BY v, CONTRACTOR.AND SHALL B A SURFACE Mix
PO NTRACTOR AND SHAL .
REPLACED A5 DIRECTED BY THE ENGINEER,  REPLACEUENT (B) EXISTING STRUCTURE ® émgﬁ’ HMA BINDER
FRAVES AMD LIDS WILL. BE PAID FOR IN ACCORDANCE
WITH ARTICLE 109, THE STANDARD SPECIFICATIONS
UMLESS A SEPARATL PAY [1EM iAS BEN PROVIDED.
IF THE EXISTING LIDS ARE OPEN, THE FRAME WILL BE
SURFACE PRIOR 10 THE WILLING OPERATION. THE. PRAME
A ) LL b - <
WILL NOT BE REMOVED AND COVERED BY THE METAL PLATE. LOCATION OF STRUCTURES
CITY OF CHICAGD CASTINGS ARE TWE PROPERTY OF THE THE CONTRACTOR WILL BE REQUIRED 7O KEEP A RECORD OF THE LOCATIONS OF
THE BURIED STRUCTURES ACCORDING TO THE STATION ANG DISTANCE LEFT OR
REMOVAL AND DISPOSITION OF THE CASTINGS. RIGHT OF THE CENTERLINE OF PAVEWENT. UPOM COMPLETION OF THE WORK,
THE METAL PLATE USED TO COVER THE STRUCTURE SHALL THE CONTRACTOR WILL DELIVER THE RECORD TO THE ENGINEER.

REMAIN THE PROPERTY OF THE CONTRACTOR.

WHER STRUCTURES ARE TO BE ADJUSTED OR RECONSTRUCTED,

£ o A e T e e e T

NOT AID F ATELY BUT WiLL i N THI
BASIS OF PAYMENT: THIS UIORK WILL BE PAID FOR &7

COST OF THE CORRESPONDING PAY ITEM. S THE CONTRACT UNIT PRICE PER FACH FOR

“FRAMES AMD LIDS TO BE ADJUSTED, SPECIAL”

NEW FRAMES AND LIDS, WHEN SPECIFIED, Will
BE PAID FOR SEPARATELY.

DETAILS FOR FRAMES AND LIDS ADJUSTMENT

WITH MILL ING ;ll:ﬁ:l‘lfszs;(::’sw;RE IN INCHES (MILLIMETERS) UMLESS
L ATE ILLINOIS DEPARTMENT OF TRANSFORTATION
& s DETAILS FOR
— 03/0/%%  FRAMES AND LIDS ADJUSTMENT
R. WIEDEWAN 05714704 WITH MILLING
R. BORO 01701707
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